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ISO 9001

BUREAU VERITAS
Certification

No FIHSK10155078A

Orima® Roof safety products  
for Cembrit roofs

SNOW GUARDS

Cembrit sheet length 625 mm. 

Maximum fastener spacing 1200 mm.
Maximum pipe overhang from fastener 150 mm.

The snow guard must always be installed for the full length of the roof. 
The recommended installation site of the snow guards is directly above 
the wall or higher. 

Product name Product nr SLEN, pc. 
Snow guard pipe 3.0 m 31010 2
Cembrit fastener  
(snow guard and roof bridge)

KES-173-2 4

Screw 7x50 17271 8
Gasket 17100 8
Hexagon screw M8x35 17051 4
Hexagon nut M8 17021 4

Snow guard package 3.0 m SLEN

Optional snow guard fastener  
for Cembrit roofs (product nr 31850)

max.1200 mm 
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Orima® Roof safety products  
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ROOF WALKWAY

ROOF LADDERS

Cembrit sheet length 625 mm. 

Maximum fastener spacing 1200 mm.
Maximum bridge overhang from fastener 150 mm.

Cembrit sheet length 625 mm. 
Roof fastening max. distance 5.0 m with K fasteners
Roof ladder suppor max. distance 1.4 m

Auxiliary batten 50x100 mm, fastening to the roof 
truss with two min. 8x140 coach screws/roof truss. 

Roof bridge package 2.97 m STTCEM

Roof ladder assembly series AS9

Product name Product nr STTCEM, pc. 
Roof bridge 2970 mm 30030 1
Cembrit fastener  
(snow guard and roof bridge)

KES-173-2 4

Base piece 30060 4
Extension piece 30040 2
Screw 7x50 17271 8
Gasket 17100 8
Hexagon screw M8x16 17031 22
Hexagon nut M8 17021 22

Product name Product nr SLEN, pc. 
K fastener 20180 4
Roof ladder suppor 20240 10
Screw 7x50 17271 8
Hexagon screw M8x35 17051 4
Hexagon nut M8 17021 4

Ladders Product nr
Ladder 1.5 m 20010
Ladder 2.1 m 20110
Ladder 3.0 m 20050
Ladder 4.2 m 20070

Auxiliary batten  
50x100 mm

150 ± 5 mm 

max.1200 mm 

max
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